
The new Dräger X-plore filter range with a 
Dräger-specific bayonet connection offers 
many benefits:

Practical and Comfortable
–	� extensive range for all major applications
–	� fits Dräger X-plore 3300 / 3500 half 

masks and Dräger X-plore 5500 full 
face masks

–	� option to upgrade a gas filter to a  
combination filter by simply adding a N95  
or R95 pad or Dräger X-plore Pure Filter

–	great fit under face shields and visors

High Level of User Safety
–	� easy and safe handling
–	� NIOSH approved
–	� robust filter with plastic housing 
–	� safe, quick and easy bayonet connection 

with clear guidance for bringing the  
filter securely into place

–	� both filters inserted top-down for  
secure positioning

–	� Dräger VOICE filter selection program 
helps to select the right filter for the 
application (www.draeger.com/voice)

Extremly Economical
–	� packaged in pairs (incl. instructions 

for use) for optimum protection of the 
unused filters

–	� shelf life (from date of production):  
gas and combination cartridges 6 years, 
particle filters 12 years, pads 3 years, 
pure filters 4 years

–	� reduced costs due to compatibility, 
pre-filter, add-on pad and Dräger  
X-plore Pure options

–	� pre-filters, to protect combination filters 
against clogging and blocking

Experience a new dimension of comfort and safety in  
respiratory protection: the Dräger X-plore® Twinfilter series.  
It sets the benchmark in comfort and use. The utilization  
of modern materials coupled with an attractive design  
guarantees maximum comfort and user acceptance.

Dräger X-plore® Bayonet Filters
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Dräger filter Multi-Gas+/P100
OV/CL/HC/SD/FM/CD/HF/ 
AM/MA/HS/P100.
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Dräger filter P100
Protection against particles
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Dräger cartridge AM/MA
Protection against ammonia and  
methylamine
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FILTER COLOR CODING

Color code 	 Filter Type 	 Contaminants present

 	 OV 	 Organic Vapors

 	 AG 	 Acid Gas (substances need to be determined)
			   Example: Chlorine, hydrogen chloride, sulphide 
			   dioxide, chlorine dioxide

 	 OV / AG 	 Organic Vapors / Acid Gas

 	 AM / MA 	 Ammonia / Methylamine

 	 MV 	 Mercury Vapour

 			   Multi-Gas and Vapor

 	 P100	 Particles



ORDER INFORMATION

FILTER TYPE	 PACKING UNIT 	 WEIGHT ORDER 	 CODE

 

Particle Filters

Pad N95	 20 pcs = 10 pairs	 6 g/pc 	 67 38 020

Pad R95	 20 pcs = 10 pairs	 6 g/pc	 67 38 021

P100	 22 pcs = 11 pairs	 35 g/pc 	 67 38 012

Pure P100	 20 pcs = 10 pairs	 20 g/pc	 67 38 350

Pure P100 Odor	 20 pcs = 10 pairs	 30 g/pc 	 67 38 392

Gas Filters

OV	 20 pcs = 10 pairs	 90 g/pc	 67 38 024

AG	 20 pcs = 10 pairs	 90 g/pc	 67 38 026

AM/MA	 20 pcs = 10 pairs	 120 g/pc	 67 38 027

OV/AG/HF/FM/CD	 20 pcs = 10 pairs	 90 g/pc	 67 38 025

OV/AG/HF/FM/CD/AM/MA/HS	 20 pcs = 10 pairs	 110 g/pc 	 67 38 351

Combination Cartridges

OV/P100	 14 pcs = 7 pairs	 120 g/pc	 67 38 034

AG/P100	 14 pcs = 7 pairs	 120 g/pc	 67 38 036

AM/MA/P100	 14 pcs = 7 pairs	 150 g/pc	 67 38 037

OV/AG/HF/FM/CD/P100	 14 pcs = 7 pairs	 120 g/pc	 67 38 035

OV/AG/HF/FM/CD/AM/MA/HS/P100	 14 pcs = 7 pairs	 145 g/pc	 67 38 361

Accessories

Pad Retainer (for use with pads)	 12 pcs	 20 g/pc	 67 38 038

Pad Base (for use with pads)	 12 pcs	 20 g/pc	 67 38 039

Course particulate pre-filters (for combination cartridges)	 40 pcs = 20 pairs	 0,2 g/pc	 67 38 159

Retainer course particulate pre-filters	 14 pcs = 7 pairs	 12 g/pc	 67 37 576

Pure Adapter (for use with gas cartridges	 10 pcs	 18 g/pc	 67 38 356
to combine with Pure filters)
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CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany

www.draeger.com

Manufacturer:
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany

REGION CENTRAL  
AND SOUTH AMERICA
Dräger Panama S. de R.L.
Complejo Business Park,  
V tower, 10th floor
Panama City
Tel	 +507 377-9100
Fax	+507 377-9130
contactcsa@draeger.com

SALES INTERNATIONAL

CANADA
Draeger Safety Canada Ltd.
2425 Skymark Avenue, Unit 1
Mississauga, Ontario, L4W 4Y6
Tel	 +1 905 212 6600
Toll-free	 +1 877 Drager 1 
(+1 877 372 4371)
Fax	+1 877 651 0902
Toll-free Fax	+1 800 329 8823

REGION MIDDLE EAST, AFRICA
Dräger Safety AG & Co. KGaA
Branch Office  
P.O. Box 505108  
Dubai, United Arab Emirates
Tel 	+971 4 4294 600
Fax	+971 4 4294 699
contactuae@draeger.com

REGION ASIA PACIFIC
Draeger Safety Asia Pte Ltd
25 International Business Park
#04-20/21 German Centre
Singapore 609916
Tel 	+65 6308 9400
Fax 	+65 6308 9401
asia.pacific@draeger.com

REGION EUROPE CENTRAL  
AND EUROPE NORTH
Dräger Safety AG & Co. KGaA  
Revalstraße 1
23560 Lübeck, Germany
Tel	 +49 451 882 0
Fax	+49 451 882 2080
info@draeger.com 

REGION EUROPE SOUTH
Dräger Safety France SAS
25, rue Georges Besse
92182 Antony Cedex
Tel	 +33 1 46 11 56 00
Fax	+33 1 40 96 97 20
europe.south@draeger.com

Locate your Regional Sales 
Representative at:  
www.draeger.com/contact


